














[==] calpeda

Dimensions and weights

Duck foot coupling Submersible pump rest Dry chamber pump rest Dry chamber pump support
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TYPE mm Kg
DN1 DN2 ail fM i5 K bl 12 13 15 L1min Lmin Peso
GKC6 80-75G-0015H 80 80 121 647.3 407 16 204.5 176 245 380.5 297 75 87.2
GKC6 80-75D-0015H 80 80 121 647.3 407 16 204.5 176 245 380.5 297 75 87.1
GKC6 80-75A-0015H 80 80 121 647.3 407 16 204.5 176 245 380.5 297 75 84.9
GKC4 80-75G-0016H 80 80 121 647.3 407 16 204.5 176 245 380.5 297 75 91.3
GKC4 80-75D-0021H 80 80 118 650.3 435 16 204.5 176 255 380.5 370 80 95.6
GKC4 80-75A-0029H 80 80 121 647.3 407 16 204.5 176 245 380.5 297 75 92
GKC4 80-80G-0037H 100 80 120.5 716.4 407 16 221 176 245 397 370 80 117.6
GKC4 80-80L-0029H 100 80 120.5 647.3 407 16 204.5 176 245 380.5 322 80 95
GKC4 80-80D-0046H 100 80 120.5 716.4 407 16 221 176 245 397 370 80 108
GKC4 80-80A-0058H 100 80 120.5 716.4 407 16 221 176 245 397 370 80 120
GKC2 80-80P-0165L 80 80 95 765.4 498 16 236.5 180 325 416.5 438 87 172.2
GKC2 80-801-0065L 80 80 95 763 498 16 225.5 180 325 405.5 438 87 134
GKC2 80-80G-0065L 80 80 95 763 498 16 225.5 180 325 405.5 438 87 137
GKC2 80-80E-0090L 80 80 95 763 498 16 225.5 180 325 405.5 438 87 142.5
GKC2 80-80C-0125L 80 80 95 763 498 16 225.5 180 325 405.5 438 87 148.1
GKC2 80-80A-0125L 80 80 95 763 498 16 225.5 180 325 405.5 438 87 150

L1min = Minimum submergence depth for motor without casing with continuous duty S1 (NPSHR permitting)
Lmin = Minimum submergence depth for motor without casing with intermittent duty S3 (NPSHR permitting)

305



[==] calpeda

Dimensions and weights

Duck foot coupling
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TYPE mm
DN2 al M i5 1 12 13

GKC4 80-76A-0021F 80 180 622.6 393 144 173 235
GKC4 80-76D-0021F 80 180 622.6 393 144 173 235
GKC4 80-76G-0016F 80 180 622.6 393 144 173 235
GKC4 80-76L-0016F 80 180 622.6 393 144 173 235

L1min = Minimum submergence depth for motor without casing with continuous duty S1 (NPSHR permitting)
Lmin = Minimum submergence depth for motor without casing with intermittent duty S3 (NPSHR permitting)
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Dimensions and weights

Duck foot coupling Submersible pump rest Dry chamber pump rest Dry chamber pump support
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TYPE mm Kg

DN1 DN2 al fM i5 K il 12 15 15 L1min Lmin Weight
GKC6 100-80L-0015H 100 100 118 650.3 435 16 204.5 198 255 402.5 302 82 94.7
GKC6 100-80G-0015H 100 100 118 650.3 435 16 204.5 198 255 402.5 302 82 94.7
GKC6 100-80D-0018H 100 100 118 719.4 435 16 221 198 255 419 337 82 116
GKC6 100-80A-0018H 100 100 118 719.4 435 16 221 198 255 419 337 82 116
GKC4 100-80L-0029H 100 100 118 650.3 435 16 204.5 198 255 402.5 302 82 103.2
GKC4 100-80G-0037H 100 100 118 719.4 435 16 221 198 255 419 337 82 118
GKC4 100-80D-0046H 100 100 118 719.4 435 16 221 198 255 419 337 82 113
GKC4 100-80A-0058H 100 100 118 719.4 435 16 221 198 255 419 337 82 126.6

L1min = Minimum submergence depth for motor without casing with continuous duty S1 (NPSHR permitting)
Lmin = Minimum submergence depth for motor without casing with intermittent duty S3 (NPSHR permitting)
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Dimensions and weights

Duck foot coupling Submersible pump rest Dry chamber pump rest
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TYPE mm Kg
DN1 DN2 al fM i5 K il 12 15 15 L1min Lmin Weight
GKC4 100-100L-0165N 150 100 160 1240 551 16 224 262 308 486 795 174 350.1
GKC4 100-100G-0193N 150 100 160 1240 551 16 224 262 308 486 795 174 371.9
GKC4 100-100D-0193N 150 100 160 1240 551 16 224 262 308 486 795 174 372.8
GKC4 100-100A-0230N 150 100 160 1240 551 16 224 262 308 486 795 174 380.7
GKC2 100-80C-0260N 100 100 110 1183 553 16 200 200 335 400 788 167 343.9
GKC2 100-80D-0260N 100 100 110 1183 558 16 200 200 335 400 788 167 343.7
GKC2 100-80G-0260N 100 100 110 1183 553 16 200 200 335 400 788 167 342.3
GKC2 100-80F-0260N 100 100 110 1183 553 16 200 200 335 400 788 167 342.4
GKC2 100-80E-0260N 100 100 110 1183 553 16 200 200 335 400 788 167 342.9
GKC2 100-80C-0350N 100 100 110 1183 553 16 200 200 835 400 788 167 367.1
GKC2 100-80D-0350N 100 100 110 1183 553 16 200 200 335 400 788 167 366.9
GKC2 100-80B-0350N 100 100 110 1183 553 16 200 200 335 400 788 167 367.4
GKC2 100-80A-0350N 100 100 110 1183 553 16 200 200 335 400 788 167 368.1

L1min = Minimum submergence depth for motor without casing with continuous duty S1 (NPSHR permitting)
Lmin = Minimum submergence depth for motor without casing with intermittent duty S3 (NPSHR permitting)
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Dimensions and weights

Duck foot coupling Submersible pump rest Dry chamber pump rest Dry chamber pump support
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TYPE mm Kg

DN1 DN2 al fM i5 K I 12 15 15 L1min Lmin Weight
GKC6 150-100G-0040L 150 150 138 808 532 16 227 241 305 468 440 89 168.5
GKC6 150-100D-0040L 150 150 138 808 532 16 227 241 305 468 440 89 168
GKC6 150-100A-0040L 150 150 138 808 532 16 227 241 305 468 440 89 167.8
GKC4 150-80D-0046H 150 150 138 752.9 567 16 227 238.5 340 465.5 350 95 155
GKC4 150-80A-0058H 150 150 138 752.9 567 16 227 238.5 340 465.5 350 95 164.4
GKC4 150-100G-0075L 150 150 138 808 532 16 227 241 305 468 440 89 177
GKC4 150-100D-0105L 150 150 138 810.4 532 16 236 241 305 477 440 89 199.7
GKC4 150-100A-0125L 150 150 138 810.4 532 16 236.5 241 305 477.5 440 89 199.5

L1min = Minimum submergence depth for motor without casing with continuous duty S1 (NPSHR permitting)
Lmin = Minimum submergence depth for motor without casing with intermittent duty S3 (NPSHR permitting)
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Dimensions and weights

Duck foot coupling Submersible pump rest Dry chamber pump rest

SAK APK APCK
(CFK) %
(CFK) R
m HH
(CFP)
- I -
13
I
i
0 |
1
= ]
L1min
[()}'2)2 | V2 y
( L o | — 4 Lmln‘
(] ) al|
1211
-~ T DN1
5, (K)
TYPE mm Kg
DN1 DN2 al fM i5 K 1 12 15 15 Limin Lmin Weight
GKC4 150-115L-0165N 150 150 160 1240 658 16 229 278 405 507 795 174 358
GKC4 150-115G-0193N 150 150 160 1240 658 16 229 278 405 507 795 174 379.9
GKC4 150-115D-0210N 150 150 160 1240 658 16 229 278 405 507 795 174 380
GKC4 150-115A-0260N 150 150 160 1240 658 16 229 278 405 507 795 174 388.7

L1min = Minimum submergence depth for motor without casing with continuous duty S1 (NPSHR permitting)
Lmin = Minimum submergence depth for motor without casing with intermittent duty S3 (NPSHR permitting)
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Dimensions and weights

Duck foot coupling Submersible pump rest Dry chamber pump rest Dry chamber pump support

SAK APK APCK SOK

DN1

5 (K)
TYPE mm Kg

DN1 DN2 al fM i5 K il 12 15 15 L1min Lmin Weight

GKC4 150-102L-0340R 150 150 195 1559.5 825 16 305 365 500 670 900 155 567
GKC4 150-102G-0420R 150 150 195 1559.5 825 16 305 365 500 670 900 155 677
GKC4 150-102D-0510R 150 150 195 1559.5 825 16 305 365 500 670 900 155 607
GKC4 150-102A-0620R 150 150 195 1581.5 825 16 305 365 500 670 900 155 812
GKC4 150-102L-0340R-R 150 150 195 1559.5 825 16 305 365 500 670 900 155 582
GKC4 150-102G-0420R-R 150 150 195 1559.5 825 16 305 365 500 670 900 155 692
GKC4 150-102D-0510R-R 150 150 195 1559.5 825 16 305 365 500 670 900 155 622
GKC4 150-102A-0620R-R 150 150 195 1581.5 825 16 305 365 500 670 900 155 832

L1min = Minimum submergence depth for motor without casing with continuous duty S1 (NPSHR permitting)
Lmin = Minimum submergence depth for motor without casing with intermittent duty S3 (NPSHR permitting)
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Dimensions and weights

Duck foot coupling Submersible pump rest Dry chamber pump rest
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TYPE Kg
DN1 DN2 al fM i5 K 1 12 15 15 Limin Lmin Weight
GKC6 200-135G-0110P 200 200 185 1280 765 10 277 345 455 622 810 189 423.3
GKC6 200-135D-0150P 200 200 185 1280 765 10 277 345 455 622 810 189 450.2
GKC6 200-135A-0195P 200 200 185 1280 765 10 277 345 455 622 810 189 497.5

L1min = Minimum submergence depth for motor without casing with continuous duty S1 (NPSHR permitting)
Lmin = Minimum submergence depth for motor without casing with intermittent duty S3 (NPSHR permitting)
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Dimensions and weights

calpeda

Duck foot coupling

SAK

Submersible pump rest

APK

Dry chamber pump rest

APCK SOK

Dry chamber pump support

12 11 DN
15 (K)
HL minimum level of submersibility
TYPE mm Kg
DN1 DN2 al fM i5 K il 12 15 15 L1min Lmin Weight
GKC8 250-163A-0210Z 250 250 220 1612.5 935 10 330 405 570 735 930 185 653
GKC8 250-163A-0210Z-R 250 250 220 1612.5 935 10 330 405 570 735 930 185 668

L1min = Minimum submergence depth for motor without casing with continuous duty S1 (NPSHR permitting)

Lmin = Minimum submergence depth for motor without casing with intermittent duty S3 (NPSHR permitting)
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Dimensions and weights

Duck foot coupling Submersible pump rest Dry chamber pump rest Dry chamber pump support

SAK APK APCK SOK

DN1
5 (K)
TYPE mm Kg
DN1 DN2 al fM i5 K il 12 15 15 L1min Lmin Weight
GKC6 250-163L-0250R 250 250 220 1612.5 935 10 330 405 570 735 930 185 717
GKC6 250-163G-0340R 250 250 220 1612.5 935 10 330 405 570 735 930 185 653
GKC6 250-163D-0420R 250 250 220 1612.5 935 10 330 405 570 735 930 185 744
GKC6 250-163A-0510R 250 250 220 1644.5 935 10 330 405 570 735 930 185 885
GKC6 250-163L-0250R-R 250 250 220 1612.5 935 10 330 405 570 735 930 185 732
GKC6 250-163G-0340R-R 250 250 220 1612.5 935 10 330 405 570 735 930 185 668
GKC6 250-163D-0420R-R 250 250 220 1612.5 935 10 330 405 570 735 930 185 688
GKC6 250-163A-0510R-R 250 250 220 1644.5 935 10 330 405 570 735 930 185 1023

L1min = Minimum submergence depth for motor without casing with continuous duty S1 (NPSHR permitting)
Lmin = Minimum submergence depth for motor without casing with intermittent duty S3 (NPSHR permitting)
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Dimensions and weights

Duck foot coupling Submersible pump rest Dry chamber pump rest Dry chamber pump support

SAK APK APCK SOK

TYPE mm Kg
DN1 DN2 al fM i5 K il 12 15 15 L1min Lmin Weight

GKC4 250-163M-0820T 250 250 220 1666.5 935 10 330 405 570 735 1023 185 1077
GKC4 250-163L-1000T 250 250 220 1880 935 10 330 405 570 735 1140 185 1078
GKC4 250-163H-1000T 250 250 220 1880 935 10 330 405 570 735 1140 185 1355
GKC4 250-163G-1200T 250 250 220 1880 935 10 330 405 570 735 1140 185 1416
GKC4 250-163E-1450T 250 250 220 1880 935 10 330 405 570 735 1140 185 1468
GKC4 250-163T-1450T 250 250 220 1880 935 10 330 405 570 735 1140 185 1469
GKC4 250-163B-1450T 250 250 220 1880 935 10 330 405 570 735 1140 185 1880
GKC4 250-163A-1800T 250 250 220 2116 935 10 330 405 570 735 1350 185 1872
GKC4 250-163M-0820T-R 250 250 220 1666.5 935 10 330 405 570 735 1023 185 1098
GKC4 250-163L-1000T-R 250 250 220 1880 935 10 330 405 570 735 1140 185 1311
GKC4 250-163H-1000T-R 250 250 220 1880 935 10 330 405 570 735 1140 185 1588
GKC4 250-163G-1200T-R 250 250 220 1880 935 10 330 405 570 735 1140 185 1650
GKC4 250-163E-1450T-R 250 250 220 1880 935 10 330 405 570 735 1140 185 1702
GKC4 250-163T-1450T-R 250 250 220 1880 935 10 330 405 570 735 1140 185 1703
GKC4 250-163B-1450T-R 250 250 220 1880 935 10 330 405 570 735 1140 185 1705
GKC4 250-163A-1800T-R 250 250 220 2116 935 10 330 405 570 735 1350 185 2200

L1min = Minimum submergence depth for motor without casing with continuous duty S1 (NPSHR permitting)
Lmin = Minimum submergence depth for motor without casing with intermittent duty S3 (NPSHR permitting)
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Construction Motor
Submersible pumps with multi-channel impeller. Induction motor 4-6 or 8 poles, 50Hz
Characterised by good protection against clogging, large spherical passages, 400/690V + 10%
good wear resistance, low mechanical action on the fluid and high hydraulic Isolation class: F or H
efficiency at high flow rates. Degree of protection: IP 68
Low vibrations thanks to the dynamically balanced impeller. Max number of starts per hour:
Delivery port DN 200-250-300-350. -20 up to 5 kKW

-15 up to 10 kW
Applications - 10 for higher powers

Cable: length 10m
Direction of rotation: clockwise top view
Motor suitable for operation with frequency converter.

For the movement of sewage and sewage grates.

Particularly suitable for the emptying of sewage from cesspits or primary
collection tanks or industrial waste water.

They replace single-channel pumps when a high solids passage diameter is not

required. Designation

Solid passage from 100 to 164 mm. GKN4 200-100A-0260R
GK = Series

Operating conditions N = Multi-channel impeller

Liquid temperature: from 0°C to +40°C. 4 = Number of poles

Maximum immersion depth: 20m (with cable of suitable length). ?88 f I?fel:evzgszsgedifnr;ﬁer inmm
Maximum working pressure: 80 m.w.c. A= I;n aller trim

pH of the liquid to be lifted: 4 + 10 02_60 —pMotor size KW x 10
Continuous service (with water at minimum immersion level). R W_ith cooling jacket

Materials

Pump casing: cast iron EN-GJL250 UNI-EN 1561-11
Impeller: cast iron EN-GJL250 UNI-EN 1561-11
Motor casing: cast iron EN-GJL250 UNI-EN 1561-11 / EN-GJL450 UNI-EN
1561-11
Shaft: stainless steel X20Cr13 (AlSI420)
Mechanical seal pumps with insulation class H

- motor side: graphite/ceramic

- pump side: silicon/ceramic carbide
Mechanical seal pumps with insulation class F

- motor side: stainless steel/graphite

- pump side: Silicon carbide/silicon carbide

Technical data

TYPE Dry chamber version Probes Cable Class Duck foot coupling Submersible | Dry chamber | Dry chamber
Vertical | Horizontal | thermal | conductivity | NSSHOU-J | HO7RN-F | Isolation pump rest pump rest | pump support
GKN6 200-100A-0075N o - 3 3 ] - H SAK 200-250-3 APK 150 APCK 200 | SOK150/N3
GKN6 200-100G-0075N e - 3 3 [ - H SAK 200-250-3 APK 150 APCK 200 | SOK150/N3
GKN6 200-100L-0075N e - 3 3 [ - H SAK 200-250-3 APK 150 APCK 200 | SOK150/N3
GKN6 200-100A-0110N e - 3 3 [ - H SAK 200-250-3 APK 150 APCK 200 -
GKN6 200-100G-0110N e - 3 3 [ - H SAK 200-250-3 APK 150 APCK 200 -
GKN6 200-100L-0110N e - 3 3 [ - H SAK 200-250-3 APK 150 APCK 200 -
GKN4 200-100A-0260N e - 3 3 o = H SAK 200-250-3 APK 150 APCK 200 =
GKN4 200-100D-0210N e - 3 3 o - H SAK 200-250-3 APK 150 APCK 200 =
GKN4 200-100G-0193N e - 3 3 . = H SAK 200-250-3 APK 150 APCK 200 =
GKN4 200-100L-0165N e - . 3 . = H SAK 200-250-3 APK 150 APCK 200 =
GKN6 250-115A-0195P e - . 3 [ - H SAK 250-300-3 APK 250 APCK 250 -
GKN6 250-115D-0150P e - e 3 3 - H SAK 250-300-3 APK 250 APCK 250 -
GKN6 250-1151-0110P o - o . . - H SAK 250-300-3 APK 250 APCK 250 -
GKN8 300-143A-0210Z - - . 3 - ) F SAK 300-350-3 APK 350 = =
GKN8 300-143B-0210Z-R o . . 3 - . F SAK 300-350-3 = APCK 300 | SOK350-200
GKN8 300-143D-0170Z = = e . = ) F SAK 300-350-3 APK 350 = =
GKN8 300-143E-0170Z-R o e e . = ) F SAK 300-350-3 = APCK 300 | SOK350-200
GKN6 300-143A-0510R = = e . = [ F SAK 300-350-3 APK 350 = =
GKN6 300-143B-0510R-R o ° . . = [ F SAK 300-350-3 = APCK 300 | SOK350-250
GKN6 300-143D-0420R = = e . = ) F SAK 300-350-3 APK 350 = =
GKN6 300-143E-0420R-R o o o . = [ F SAK 300-350-3 = APCK 300 | SOK350-200
GKN6 300-143G-0340R - - o o = [ F SAK 300-350-3 APK 350 - -
GKN6 300-143H-0340R-R o o o e = [ F SAK 300-350-3 = APCK 300 | SOK350-200
GKN6 300-143M-0250R - - o o = [ F SAK 300-350-3 APK 350 - -
GKN6 300-143N-0250R-R o o o e = [ F SAK 300-350-3 - APCK 300 | SOK350-200
+ = Standard o = Optional # = Version with oil chamber # = In case of operation in a dry chamber or with a low level of the pumped liquid, it
- = Not present $ = Version with cooling jacket is necessary to introduce the cooling oil according to the quantities indicated in the

use and maintenance manual
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Technical data

[==] calpeda

TYPE Dry chamber version Probes Cable Class Duck foot coupling Submersible | Dry chamber | Dry chamber
Vertical | Horizontal | thermal |conductivity] NSSHOU-J | HO7RN-F |  Isolation pumprest | pumprest | pump support
GKN8 350-143A-0420R - - . o - ° F SAK 350-400-3 APK 350 = =
GKN8 350-143B-0420R-R $ $ . [ ° F SAK 350-400-3 - APCK 350 | SOK350-250
GKN8 350-143G-0340R - - . o e F SAK 350-400-3 APK 350 = =
GKN8 350-143H-0340R-R $ $ J ) . F SAK 350-400-3 = APCK 350 | SOK350-225
GKN8 350-1430-0250R - - . ) e F SAK 350-400-3 APK 350 - -
GKN8 350-143P-0250R-R $ $ ] ) ° F SAK 350-400-3 = APCK 350 | SOK350-225
GKNB8 350-143S-0210R - - . o e F SAK 350-400-3 APK 350 - -
GKN8 350-143T-0210R-R $ $ ] ) ° F SAK 350-400-3 = APCK 350 | SOK350-200
GKN6 350-164S-0510R - - o o . F SAK 350-400-3A APK 350 - -
GKN6 350-164T-0510R-R $ $ ) ) . F SAK 350-400-3A = APCK 350 | SOK350-250
GKN6 350-164V-0420R - - [ ) . F SAK 350-400-3A APK 350 - -
GKN6 350-164W-0420R-R $ $ ) ) . F SAK 350-400-3A = APCK 350 | SOK350-200
GKN4 300-143A-1800T - - o o . F SAK 300-350-3A APK 350 - -
GKN4 300-143B-1800T-R $ $ ) ) e F SAK 300-350-3A - APCK 300 | SOK350-315
GKN4 300-143D-1450T - - o o . F SAK 300-350-3A APK 350 - -
GKN4 300-143E-1450T-R $ $ ) ) e F SAK 300-350-3A - APCK 300 | SOK350-280
GKN4 300-143G-1200T - - o ) . F SAK 300-350-3A APK 350 - -
GKN4 300-143H-1200T-R $ $ ) ) . F SAK 300-350-3A - APCK 300 | SOK350-280
GKN4 300-1431-1000T - - o ) . F SAK 300-350-3A APK 350 - -
GKN4 300-143L-1000T-R $ $ ] ] 3 F SAK 300-350-3A - APCK 300 | SOK350-280
GKN4 300-143M-0900T - - ) ] o F SAK 300-350-3A APK 350 - -
GKN4 300-143N-0820T ) ] o F SAK 300-350-3A APK 350 - -
GKN4 300-143P-0900T-R o - ) ] o F SAK 300-350-3A - APCK 300 | SOK350-250
GKN4 300-143Q-0820T-R $ $ ] ] [ F SAK 300-350-3A - APCK 300 | SOK350-250
GKNG6 350-164A-1000T - - ] ] [ F SAK 350-400-3A APK 350 - -
GKN6 350-164B-1000T-R $ $ L) L o F SAK 350-400-3A - APCK 350 | SOK350-280
GKN6 350-164G-0820T - - ] ] ] F SAK 350-400-3A APK 350 - -
GKN6 350-164H-0820T-R $ $ L) L o F SAK 350-400-3A - APCK 350 | SOK350-280
GKN6 350-1640-0600T - - ] o ] F SAK 350-400-3A APK 350 - -
GKN6 350-164P-0600T-R $ $ L] L o F SAK 350-400-3A - APCK 350 | SOK350-280
+ = Standard o = Optional # = Version with oil chamber # = In case of operation in a dry chamber or with a low level of the pumped

- = Not present $ = Version with cooling jacket liquid, it is necessary to introduce the cooling oil according to the quantities

indicated in the use and maintenance manual
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Performance
n = 950 1/min
Q = Flow
m3/h 108 126 144 162 180 216 252 288 324 360 450 540
Model 400V | 690V | P2 I/min 0 1800 | 2100 | 2400 | 2700 | 3000 | 3600 | 4200 | 4800 | 5400 | 6000 | 7500 | 9000
A KW H (m) = Total head
GKN6 200-100L-0075N 15,8 9,1 7,5 5,9 = 4,8 4,6 4,5 4,3 3,9 3,5 3,1 2,7 2,3 = =
GKN6 200-100G-0075N 15,8 9,1 7,5 7,7 - 6,1 5,9 5,7 5,6 5,2 4,8 4,4 3,9 3,4 2,2 -
GKN6 200-100A-0075N 15,8 9,1 7,5 10,4 - - - 7,9 7,7 7,3 6,9 6,4 5,9 5,8 3,8 2,1
GKN6 200-100L-0110N 23,8 | 18,7 11 5,9 5 4,8 4,6 4,4 4,3 4 3,7 3,3 3 2,5 - -
GKN6 200-100G-0110N 23,8 | 13,7 11 8,1 - - 6,4 6,2 6 5,6 58 4,9 4,4 4 2,7 =
GKN6 200-100A-0110N 23,8 | 13,7 11 11,6 - - - 8,2 8 7,6 7,2 6,9 6,5 6 4,7 3,1
n = 1450 1/min
Q = Flow
m3/h 216 252 288 324 360 450 540 630 720 810 900
Model 400V | 690V P2 I/min 0 3600 4200 4800 5400 6000 7500 9000 10500 | 12000 | 13500 | 15000
A kW H (m) = Total head
GKN4 200-100L-0165N 31,2 18 16,5 12,9 10 9,5 9 8,6 8,1 6,9 5,4 3,6 = = =
GKN4 200-100G-0193N 38,8 | 22,4 | 19,3 18 14,2 13,6 13 12,4 11,9 10,4 8,8 7 4,9 2,9 -
GKN4 200-100D-0210N 39 22,5 21 20,1 - 14,9 14,2 13,6 13 11,6 10 8,1 6 3,8 =
GKN4 200-100A-0260N 47,2 | 27,3 26 24,9 18,1 17,6 17 16,5 15,9 14,5 12,9 11 8,7 6,1 3,7
n = 950 1/min
Q = Flow
m3/h 0 252 288 324 360 450 540 630 720 810 900 990 1080
Model 400V | 690V P2 I/min 4200 4800 5400 6000 7500 9000 | 10500 | 12000 | 13500 | 15000 | 16500 | 18000
A KW H (m) = Total head
GKN6 250-115I-0110P 23,8 | 13,7 11 8,4 6,4 6,1 5,8 5,6 4,9 4 3,1 2,1 = = = =
GKN6 250-115D-0150P 33 19,1 15 11,4 9,4 9,1 8,8 8,5 7,7 6,8 5,8 4,7 3,5 2,2 - -
GKN6 250-115A-0195P 40,2 | 23,2 | 195 15 13,1 12,7 12,3 11,9 10,8 9,8 8,7 7,6 6,4 5,1 3,8 2,5
n = 725 1/min
Q = Flow
m3h 0 288 360 450 540 630 720 810 900 990 | 1080 | 1170 | 1260 | 1350
Model 400V | 690V P2 I/min 4800 | 6000 | 7500 | 9000 | 10500 12000 | 13500 | 15000 | 16500 | 18000 K 19500 | 21000 | 22500
A kW H (m) = Total head
GKN8 300-143D-0170Z 36,0 | 20,6 17 11,1 8,6 8,2 7,7 7,3 6,8 6,3 5,7 5} 4,2 3,4 2,6 1,7 =
GKN8 300-143A-0210Z 441 | 25,2 21 13 10,1 9,8 9,4 8,9 8,3 7,7 6,9 6,2 5,4 4,6 3,8 3 2,2
GKN8 300-143E-0170Z-R | 36,0 | 20,6 17 11,1 8,6 8,2 7,7 7,3 6,8 6,3 5,7 5} 4,2 3,4 2,6 1,7 =
GKNB8 300-143B-0210Z-R| 44,1 | 25,2 21 13 10,1 9,8 9,4 8,9 8,3 7,7 6,9 6,2 54 4,6 3,8 3 2,2
n = 950 1/min
Q = Flow
m3/h 0 324 360 450 540 630 720 900 1080 1260 1440 1620 1800
Model 400V | 690V P2 I/min 5400 6000 7500 9000 | 10500 | 12000 | 15000 | 18000 | 21000 | 24000 | 27000 | 30000
A KW H (m) = Total head
GKN6 300-143M-0250R 50,0 | 28,6 25 11,6 9,6 9,4 9 8,5 8,1 7,6 6,4 5,1 3,5 2 = =
GKN6 300-143G-0340R 68,5 | 39,1 34 16,4 - 12,7 12,4 12 11,5 10,9 9,6 8 6,2 4,3 - -
GKN6 300-143D-0420R 84,7 | 48,4 42 20,5 - 15,8 14,8 14,3 13,9 13,4 12,2 10,6 8,6 6,4 4,2 =
GKN6 300-143A-0510R 103 58,9 51 23,7 B 18 17,5 17 16,6 16,1 14,8 13,1 11 8,8 6,5 41
GKNG6 300-143N-0250R-R| 50,0 | 28,6 | 25 11,6 9,6 9,4 9 8,5 8,1 7,6 6,4 5,1 o) 2 - -
GKN6 300-143H-0340R-R| 68,5 | 39,1 34 16,4 - 12,7 12,4 12 11,56 10,9 9,6 8 6,2 4,3 - -
GKNG6 300-143E-0420R-R | 84,7 | 48,4 42 20,5 = 15,3 14,8 14,3 18,9 13,4 12,2 10,6 8,6 6,4 4,2 =
GKN6 300-143B-0510R-R| 103 | 58,9 51 23,7 - 18 17,5 17 16,6 16,1 14,8 13,1 11 8,8 6,5 41
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Performance
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n = 1450 1/min

Q = Flow
m3/h 0 540 | 630 | 720 | 810 | 900 | 990 | 1080 | 1170 | 1260 | 1440 | 1620 | 1800 | 1980 2160 | 2340 | 2520
Model 400V | 690V P2 | I/min 9000 1050012000 1350015000 | 16500 | 18000| 19500 21000 |24000 27000 30000 33000 |36000|39000 42000
A KW H (m) = Total head
GKN4 300-143N-0820T 148 | 84,5 82 308 | 24 229219208 198|188 17,8 168 158 | 13,8 | 11,7 | 95 | 7,2 | 45 1,6 =
GKN4 300-143M-0900T 159 | 90,9 90 32,1252 | 24,2 | 231 221 21 20 [ 189 179 16,9 | 148 12,7 | 10,6 | 8,3 58 | 2,8 -
GKN4 300-143I-1000T 184 105 100 34,4 | 27,5 | 26,4 | 25,4 | 24,3 | 23,2 | 22,1 21 19,9 | 189 | 16,7 | 145|122 | 98 | 7,4 | 49 | 2,3
GKN4 300-143G-1200T 223 128 120 379 329 |3813|298 285 272|259 | 248 237|226 205|183 | 16,1 13,6 | 10,9 | 8,1 5,2
GKN4 300-143D-1450T 262 150 145 48,3 1 384 | 37 | 357 345|333 321|309 |297 284|257 228 20 |172 146 | 122 | 10
GKN4 300-143A-1800T 321 184 180 56,6 | 46,8 | 45,4 | 44,2 | 431 42 | 40,9 | 39,7 | 38,6 | 37,4 | 348 | 32 29 | 259 226 193 | 159
GKN4 300-143Q-0820T-R | 148 | 84,5 82 308 | 24 | 229|219 208198 | 18,8 | 17,8 | 16,8 | 158 138 | 11,7 | 9,56 7,2 4,5 1,6 -
GKN4 300-143P-0900T-R | 159 | 90,9 90 32,1252 | 242 | 23,1 | 221 21 20 | 189|179 169 | 148 | 12,7 106 | 83 | 58 | 2,8 -
GKN4 300-143L-1000T-R | 184 105 100 34,4 | 27,5 | 26,4 | 25,4 | 24,3 | 23,2 | 22,1 21 199 | 189 | 16,7 | 1456 | 122 | 98 | 7,4 | 49 | 23
GKN4 300-143H-1200T-R | 223 128 120 379 329 |31,3|298 285 272|259 | 248 237|226 205|183 | 16,1 13,6 | 10,9 | 8,1 5,2
GKN4 300-143E-1450T-R | 262 150 145 48,3 | 38,4 | 37 | 357|345 |333|321|309|297|284|257|228| 20 |172| 146 | 122 | 10
GKN4 300-143B-1800T-R | 321 184 180 56,6 | 46,8 | 45,4 | 44,2 | 431 42 | 40,9 | 39,7 | 38,6 | 37,4 | 348 | 32 29 | 259 226 193 | 159
n = 725 1/min
Q = Flow
m3/h 0 252 | 270 | 360 | 450 | 540 | 630 | 720 | 900 | 1080 | 1260 | 1440 | 1620 | 1800 | 1980 | 2160
Model 400V | 690V | P2 | I/min 4200 | 4500 | 6000 | 7500 | 9000 10500 12000 15000|18000|21000|24000|27000|30000|33000| 36000
A KW H (m) = Total head
GKN8 350-143S-0210R 441 | 252 21 8,4 7,2 7,2 71 7 6,8 6,5 6,2 5,6 4,8 3,8 2,8 1,8 = = =
GKN8 350-1430-0250R 58,5 | 33,4 25 10,1 - - 8,7 8,5 8,3 8 7,6 6,8 5,9 4,9 3,8 2,5 - - -
GKN8 350-143G-0340R 80,0 | 45,7 34 18,9 - - 12 11,5 | 11,1 | 10,7 | 10,3 | 94 8,4 7,3 6,1 4,8 3,4 2 -
GKNB8 350-143A-0420R 90,5 | 51,7 42 16,1 - - 13,5 | 13,1 | 12,8 | 12,4 12 11,1 10,1 9,1 8 6,7 53 3,9 2,4
GKN8 350-143T-0210R-R | 44,1 | 25,2 21 8,4 7,2 7,2 71 7 6,8 6,5 6,2 5,6 4,8 3,8 2,8 1,8 - - -
GKN8 350-143P-0250R-R| 58,5 | 33,4 25 10,1 - - 8,7 8,5 8,3 8 7,6 6,8 59 4,9 3,8 2,5 - - -
GKN8 350-143H-0340R-R| 80,0 @ 45,7 34 13,9 - - 12 11,5 | 11,1 | 10,7 | 10,3 | 94 8,4 7,3 6,1 4,8 3,4 2 -
GKN8 350-143B-0420R-R| 90,5 | 51,7 42 16,1 - - 13,56 | 13,1 | 12,8 | 12,4 12 11,1 | 10,1 9,1 8 6,7 53 3,9 2,4
n = 950 1/min
Q = Flow
ms3/h 0 720 | 810 | 900 | 990 | 1080 | 1170 | 1260 | 1440 | 1620 | 1800 | 1980 | 2160 | 2340 | 2520 | 2700 | 2880
Model 400V | 690V | P2 | I/min 12000|13500| 15000 1650018000 | 1950021000 |24000| 27000 | 30000 | 33000 {36000 | 3900042000 |45000 48000
A KW H (m) = Total head
GKN6 350-164V-0420R 84,7 | 48,4 42 12,7 ({102 | 99 | 96 | 93 | 89 | 85 | 8,1 71 59 | 46 | 31 1,8 = = = =
GKNG6 350-164S-0510R 103 | 58,9 51 15,2 (122 119|116 | 11,2 10,8 | 10,3 | 9,8 8,7 7,4 6,1 4,7 3,4 2 B - -
GKNG6 350-164W-0420R-R| 84,7 | 48,4 42 12,7 1102 | 99 | 96 | 93 | 89 | 85 | 81 71 59 | 46 | 31 1,8 = = = =
GKN6 350-164T-0510R-R | 103 | 58,9 51 15,2 122 119|116 | 11,2 10,8 | 10,3 | 9,8 8,7 7,4 6,1 4,7 3,4 2 - - -
GKN6 350-1640-0600T 110 | 62,7 60 21,1 | 16,4 | 158 | 15,1 | 144 | 138 | 13,1 | 1283 | 10,9 | 9,4 8 6,56 | 52 | 39 | 2,7 = =
GKN6 350-164G-0820T 145 | 82,7 82 27,21 20,7| 20 | 193 186 | 179 | 17,1 16,4 149 | 133 | 11,7 | 10 84 | 68 | 52 | 36 -
GKN6 350-164A-1000T 177 | 101 100 31,7 | 249 | 24 | 232|224 216|208 | 199|183 | 166 | 149 | 13,3 | 116 | 10 83 | 68 | 52
GKN6 350-164P-0600T-R | 110 | 62,7 60 21,1 16,4 | 158 | 151 14,4 13,8 | 13,1 | 12,3 10,9 | 94 8 6,5 52 | 39 | 2,7 - -
GKN6 350-164H-0820T-R | 145 | 82,7 82 272 | 20,7 | 20 | 1938 | 186 179 | 17,1 | 16,4 149 | 183 11,7 | 10 84 | 68 | 52 | 3,6 -
GKN6 350-164B-1000T-R | 177 | 101 100 31,7 1249 | 24 | 232 224 216|208 199|183 | 16,6 149|183 | 11,6 | 10 8,3 6,8 | 52
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Characteristic curves
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Dimensions and weights

Duck foot coupling Submersible pump rest Dry chamber pump rest Dry chamber pump support

SAK APK APCK SOK

f

Z
5 o

'Y
M
12 11
- 5

TYPE mm Kg

DN1 DN2 al fM i5 K I 12 15 15 L1min Lmin Weight
GKN6 200-100L-0075N 200 200 170 846.9 840 10 240 340 550 580 446 120 235
GKN6 200-100G-0075N 200 200 170 846.9 840 10 240 340 550 580 446 120 235.3
GKN6 200-100A-0075N 200 200 170 846.9 840 10 240 340 550 580 446 120 236.7

L1min = Minimum submergence depth for motor without casing with continuous duty S1 (NPSHR permitting)
Lmin = Minimum submergence depth for motor without casing with intermittent duty S3 (NPSHR permitting)
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Dimensions and weights

Duck foot coupling Submersible pump rest Dry chamber pump rest
SAK APK APCK
(CFK) %
(CFK)
Tﬂ
(CFP)
- 5 .
13 ‘
I
i
Y i
_ V1
T ]
L1min
DEZ | V2 vy
{ [ ( ) Tl | — —; Lmin
‘ 1 a1 A
U ) |
12, 1
= DN1
5 (K)
TYPE mm Kg
DN1 DN2 al fM i5 K il 12 15 15 L1min Lmin Weight
GKN6 200-100L-0110N 200 200 170 1259 835 16 236 334 550 570 804 183 387.3
GKN6 200-100G-0110N 200 200 170 1259 835 16 236 334 550 570 804 183 388
GKN6 200-100A-0110N 200 200 170 1259 835 16 236 334 550 570 804 183 389.7
TYPE mm Kg
DN1 DN2 al fM i5 K bl 12 15 15 L1min Lmin Weight
GKN4 200-100L-0165N 200 200 170 1259 835 16 236 334 550 570 804 183 3741
GKN4 200-100G-0193N 200 200 170 1259 835 16 236 334 550 570 804 183 396.6
GKN4 200-100D-0210N 200 200 170 1259 835 16 236 334 550 570 804 183 421.2
GKN4 200-100A-0260N 200 200 170 1259 835 16 236 334 550 570 804 183 404.9
TYPE mm Kg
DN1 DN2 al fM i5 K il 12 15 15 L1min Lmin Weight
GKN6 250-1151-0110P 250 250 200 1305 843 10 282 404 500 686 820 199 412.8
GKN6 250-115D-0150P 250 250 200 1305 843 10 282 404 500 686 820 199 477.8
GKN6 250-115A-0195P 250 250 200 1305 843 10 282 404 500 686 820 199 524.3

L1min = Minimum submergence depth for motor without casing with continuous duty S1 (NPSHR permitting)
Lmin = Minimum submergence depth for motor without casing with intermittent duty S3 (NPSHR permitting)
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Dimensions and weights

Duck foot coupling Submersible pump rest Dry chamber pump rest Dry chamber pump support

SAK APK APCK SOK

TYPE mm Kg
DN1 DN2 al fM i5 K il 12 15 15 L1min Lmin Weight
GKN8 300-143D-0170Z 300 300 230 1599.5 1030 10 340 480 620 820 910 165 656
GKN8 300-143A-0210Z 300 300 230 1599.5 1030 10 340 480 620 820 910 165 676
GKN8 300-143E-0170Z-R 300 300 230 1599.5 1030 10 340 480 620 820 910 165 761
GKN8 300-143B-0210Z-R 300 300 230 1599.5 1030 10 340 480 620 820 910 165 691
TYPE mm Kg
DN1 DN2 al fM i5 K bl 12 15 15 L1min Lmin Weight
GKN6 300-143M-0250R 300 300 230 1599.5 1030 10 340 480 620 820 910 165 656
GKN6 300-143G-0340R 300 300 230 1599.5 1030 10 340 480 620 820 910 165 676
GKN6 300-143D-0420R 300 300 230 1599.5 1030 10 340 480 620 820 910 165 788
GKN6 300-143A-0510R 300 300 230 1631.5 1030 10 340 480 620 820 910 165 1026
GKN6 300-143N-0250R-R 300 300 230 1599.5 1030 10 340 480 620 820 910 165 671
GKN6 300-143H-0340R-R 300 300 230 1599.5 1030 10 340 480 620 820 910 165 696
GKN6 300-143E-0420R-R 300 300 230 1599.5 1030 10 340 480 620 820 910 165 804
GKN6 300-143B-0510R-R 300 300 230 1631.5 1030 10 340 480 620 820 910 165 1046

L1min = Minimum submergence depth for motor without casing with continuous duty S1 (NPSHR permitting)
Lmin = Minimum submergence depth for motor without casing with intermittent duty S3 (NPSHR permitting)
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Dimensions and weights

calpeda

Duck foot coupling

SAK

Submersible pump rest

APK

(CFK)

Dry chamber pump rest

APCK

Dry chamber pump support

SOK

TYPE mm Kg
DN1 DN2 al fM i5 K bl 12 15 15 L1min Lmin Weight

GKN8 350-143S-0210R 350 350 268 1640.5 1170 10 385 550 700 935 997 192 785
GKN8 350-1430-0250R 350 350 268 1662.5 1170 10 385 550 700 935 912 167 970
GKN8 350-143G-0340R 350 350 268 1662.5 1170 10 385 550 700 935 912 167 1070
GKN8 350-143A-0420R 350 350 268 1672.5 1170 10 385 550 700 935 1002 192 1155
GKN8 350-143T-0210R-R 350 350 268 1640.5 1170 10 385 550 700 935 997 192 805

GKN8 350-143P-0250R-R 350 350 268 1662.5 1170 10 385 550 700 935 912 167 990
GKN8 350-143H-0340R-R 350 350 268 1662.5 1170 10 385 550 700 935 912 167 1025
GKN8 350-143B-0420R-R 350 350 268 1672.5 1170 10 385 550 700 935 1002 192 1175
TYPE mm Kg

DN1 DN2 al fM i5 K bl 12 15 15 L1min Lmin Weight

GKN6 350-164V-0420R 350 350 268 1640.5 1170 10 385 550 700 935 997 192 865
GKN6 350-164S-0510R 350 350 268 1672.5 1170 10 385 550 700 935 1002 192 1198
GKN6 350-164W-0420R-R 350 350 268 1640.5 1170 10 385 550 700 935 997 192 880
GKN6 350-164T-0510R-R 350 350 268 1672.5 1170 10 385 550 700 935 1002 192 1219
GKN6 350-1640-0600T 350 350 268 1908 1170 10 385 550 700 935 1177 192 1409
GKN6 350-164G-0820T 350 350 268 1908 1170 10 385 550 700 935 1177 192 1482
GKN6 350-164A-1000T 350 350 268 1908 1170 10 385 550 700 935 1177 192 1544
GKN6 350-164P-0600T-R 350 350 268 1908 1170 10 385 550 700 935 1177 192 1642
GKN6 350-164H-0820T-R 350 350 268 1908 1170 10 385 550 700 935 1177 192 1715
GKN6 350-164B-1000T-R 350 350 268 1908 1170 10 385 550 700 935 1177 192 1778

L1min = Minimum submergence depth for motor without casing with continuous duty S1 (NPSHR permitting)
Lmin = Minimum submergence depth for motor without casing with intermittent duty S3 (NPSHR permitting)
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Construction

Submersible pumps with high cutting power shredder system.

Made of very hard stainless steel, the shape of the shredder ensures long-life
and fade-free shredding capacity.

No particular tools are required to replace this part.

Delivery port DN 40.

Applications

To move water containing long filamentary materials, paper or textile material.
They are particularly suitable for the disposal of waste water in domestic,
residential and industrial use.

Solid passage 4 mm.

Operating conditions

Liquid temperature up to 40°C.

Maximum immersion depth: 20m (with cable of suitable length).
Maximum working pressure: 80 m.w.c.

pH of the liquid to be lifted: 6 + 10

Continuous service (with water at minimum immersion level).

Materials

Pump casing: cast iron EN-GJL250 UNI-EN 1561-11
Impeller: cast iron EN-GJL250 UNI-EN 1561-11
Motor casing: cast iron EN-GJL250 UNI-EN 1561-11
Shaft: stainless steel X20Cr13 (AISI420)

Motor side mechanical seal: graphite/ceramic

Pump side mechanical seal: silicon carbide/ceramic

Technical data
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Induction motor 2.4 poles, 50Hz

Three-phase version: 400V = 10%up to 4.8 kKW
400/690V + 10%from 5.8 kW

Isolation class: H

Degree of protection: IP 68

Max number of starts per hour: 20 at regular intervals

Cable: length 10m

Direction of rotation: clockwise top view

Motor suitable for operation with frequency converter.

Designation

GKG2 40-4T-0020

GK = Series

G = Impeller with shredder system
2 = Number of poles

40 = Delivery port diameter in mm
4 = Free passage in mm

T = Impeller trim

0020 = Motor size kW x 10

Dry chamber version Probes Cable Class . . Threaded
TYPE Vertical | Horizontal | themmal | conductivity | NSSHOU-J | HO7RN-F | _lsolation | DuCk foot coupling | Duck foot coupling bend
GKG2 40-4T-0020F - - o) o - [ H SAK 40-G11/2A SAK 40-G11/2-3/4 | CFF11/2"
GKG2 40-4R-0020F - - o) o - ] H SAK 40-G11/2A SAK 40-G11/2-3/4 | CFF 1 1/2"
GKG2 40-4D-0020F - - o) o - ] H SAK 40-G11/2A SAK 40-G11/2-3/4 | CFF 1 1/2"
GKG2 40-4G-0020F - - o) 0 - ) H SAK 40-G11/2A SAK 40-G11/2-3/4 | CFF 1 1/2"
GKG2 40-4P-0025F - - o) o - ) H SAK 40-G11/2A SAK 40-G11/2-3/4 | CFF 1 1/2"
GKG2 40-4A-0025F - - o o) - ) H SAK 40-G11/2A SAK 40-G11/2-3/4 | CFF 1 1/2"
GKG2 40-4G-0038H ) ) ) ) . - H SAK 40-G11/2A SAK 40-G11/2-3/4 | CFF 1 1/2"
GKG2 40-4D-0048H ) [ ) ) ] - H SAK 40-G11/2A SAK 40-G11/2-3/4 | CFF 1 1/2"
GKG2 40-4A-0065H e ) ) ) . - H SAK 40-G11/2A SAK 40-G11/2-3/4 | CFF 1 1/2"
+ = Standard - = Not present o = Optional
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Performance

n = 2850 1/min

Q = Flow
me/h 0 1,4 1,8 2,2 2,5 2,9 3,2 3,6 7,2 10,8 14,4 18
Model 400V | 400V | 690V P2 I/min 0 23,33 30 36,66 | 41,66 | 48,33 | 53,33 60 120 180 240 300
A A A KW H (m) = Total head
GKG2 40-4T-0020F | 4,1 - - 2 23,3 22,2 22 21,8 21,6 21,4 21,2 21 18,9 16 - -
GKG2 40-4R-0020F | 4,1 - - 2 27,5 26,4 26,1 25,9 25,7 25,5 25,2 25 22,6 19,2 - -
GKG2 40-4D-0020F | 4,1 - - 2 23,8 23 22,9 22,7 22,5 22,3 22,2 22 20,3 18,3 15,4 10,6
GKG2 40-4G-0020F | 4,1 - - 2 20,3 19,8 19,6 19,5 19,4 19,2 19,1 19 17,5 15,6 12,9 8,7
GKG2 40-4P-0025F | 5,5 - - 213 33 31,4 31,1 30,9 30,7 30,4 30,2 30 21 23,9 - -
GKG2 40-4A-0025F | 5,5 - - 2,5 28,1 27 26,7 26,5 26,3 26 25,9 25,7 241 22,3 19,6 14,5
GKG2 40-4G-0038H | 7,5 - - 3,8 37,5 36,6 36,3 36,1 35,8 35,5 35,3 35 31,9 28,7 25,4 19,3
GKG2 40-4D-0048H | 8,9 - - 4,8 44,3 42,9 42,5 42,3 42 a7 41,4 411 38,3 34,7 30,3 -
GKG2 40-4A-0065H - 11,9 | 69 6,5 52,6 50,9 50,5 50,1 49,7 49,3 48,9 48,5 44,6 40,7 36,9 30,9
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Characteristic curves
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Dimensions and weights

Duck foot coupling Submersible pump rest Submersible pump with bend

SAK 40-G11/2A SAK 40-G11/2-3/4 CFF

Qe

FizIITIIRCD-

CFF

A

L1

min
TYPE mm Kg

DN2 al fM i5 K I 12 15 15 L1min Lmin Weight

GKG2 40-4T-0020F 40 73 476 338 6 112 112 200 224 261 61 52
GKG2 40-4R-0020F 40 73 476 338 6 112 112 200 224 261 61 52
GKG2 40-4D-0020F 40 73 476 338 6 112 112 200 224 261 61 52
GKG2 40-4G-0020F 40 73 476 338 6 112 112 200 224 261 61 52
GKG2 40-4P-0025F 40 73 476 338 6 112 112 200 224 261 61 48
GKG2 40-4A-0025F 40 73 476 338 6 112 112 200 224 261 61 50
GKG2 40-4G-0038H 40 73 571 373 6 204.5 136.5 240 341 317 49 81.8
GKG2 40-4D-0048H 40 73 571 373 6 204.5 136.5 240 341 317 49 76
GKG2 40-4A-0065H 40 73 640 373 6 221 136.5 240 357.5 317 49 97

L1min = Minimum submergence depth for motor without casing with continuous duty S1 (NPSHR permitting)
Lmin = Minimum submergence depth for motor without casing with intermittent duty S3 (NPSHR permitting)
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Dimensions and weights

a3, a3 3 Duck foot coupling
X 4 TYPE mm
a3 |ACT|AG1| b2 | d1 |del | E1 |fGI | HT |h1O| Kl | n6 | pl | g |y
(TUB)—|,
Q,dxﬁooo,nm SAK 40-G11/2-3/4 | 525 | 12 | 27 | 60 |3/4"| 40 | 120 | 80 | 215 | 14 | 113 | 115 | 70 | 37 1(321
Bl fory
i Duck foot coupling
il
i
s :Hﬁ TYPE mm
) ﬁ%\‘\ % AAT AL1 AR1 d dg1 1 93 HAT
SAK 40-G11/2A 29 315 165 G1 1/2" 403 107 76 76
AL1
EIE B
=k B
LR1 AA1
| 1
(CFF) d
Duck foot couplin
23 a3 eACT ping
| | |
| s S - TYPE mm
. 1 a8 | AC1 |AGT| B1 | b2 | dl |del|El|fGI|HI|h1O| KI |n6 |pt |y |PN
| | X
: : 26000mm SAK 65-65-2 180 | 12.5 | 85 | 220|102 | 2" | 40 |280|160| 47 | 18 | 312,5 | 110|156 | 65 | 16
: : SAK 65-80-2 180 | 12.5 | 35 | 220|102 | 2" | 40 | 280|160 | 47 | 18 | 320 |110|156| 80 | 16
: || (TuB) SAK 80-100-2 130 | 12.5 | 35 [228|102 | 2" | 48 |320|180| 47 | 18 | 338 [110|156|100| 16
i i SAK 80-80-2 180 | 12.5 | 85 | 220|102 | 2" | 40 |820|180| 47 | 18 | 820 |110|156| 80 | 16
| | SAK 100-100-2 130 | 12.5 | 35 |228 102 | 2" | 48 430|280 | 49 | 18 | 338 |194 186|100 | 16
p ' SAK 100-100-2A 130 | 12.5 | 35 | 228|102 | 2" | 48 | 350|200 | 49 | 18 | 338 |135|186|100| 16
‘ SAK 150-150-2 168 | 12.5 | 356 | 260|102 | 2" | 75 |435|235| 59 | 19 | 403 |194 | 214|150 | 16
R R SAK 150-200-3 167.56 | 12,5 | 36 | 385 | 117 | 3" | 180|540 |290| 80 | 24 | 555 |210 280|200 | 10
: i SAK 200-250-3 167.5 | 12,6 | 35 | 425|117 | 3" |220|595|345| 80 | 24 | 623 |250 380|250 | 10
3 SAK 200-250-3 167.5 | 12.56 | 35 | 425 | 117 | 8" | 220|595 |345| 80 | 24 | 623 |250 380|250 | 10
SAK 250-300-3 157,5 | 12,6 | 35 | 450 | 117 | 38" | 245|700 |400| 85 | 24 | 673 |310 /425|300 | 10
SAK 300-350-3 157,5 | 12,6 | 35 |500 | 117 | 3" |295 820|500 | 90 | 24 | 755 |360 475|350 10
SAK 350-400-3 167,5 | 12,56 | 35 | 625 [117 | 3" | 320|920 |575| 95 | 24 | 810 |400 510|400 | 10
SAK 250-300-3A 167,5 | 12,5 | 35 | 450 [117 | 3" | 245|700 /400 | 85 | 24 | 673 |310 425|300 | 10
SAK 300-350-3A 167,5 | 12,56 | 35 | 500 [117 | 3" | 295|820 500 | 90 | 24 | 755 |360 475|350 | 10
SAK 350-400-3A 167,5 | 12,6 | 35 | 525 (117 | 3" |320]920 |575| 95 | 24 | 810 [400 510|400 | 10
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Dimensions and weights

% Submersible pump rest
TYPE mm
BB1 DN3 HA1 Ic1 ut w5 x1 71
APK 80 12 4 400 440 166 - - 230
! APK 100 14 4 600 650 180 - - 350
AR APK 100A 14 4 600 650 180 - - 350
- APK 150 14 4 600 650 220 - - 350
‘ * APK 150A - - - - 280 1000 1000 -
ul APK 250 14 4 600 650 220 - - 350
i ' APK 350 - - - - 280 1000 1000 -
N° (DN3) @ BB1 l
1] . —— T
e S =
I
T

HA1
el
L

- —5- t
z1 03645 LLJ

Dry chamber pump rest

TYPE mm
DN | PN | AA1 | AD1 | ALT | AR1 | BB1 | dg1 | DN3 | f1 g3 |HAT | hft | lct1 | z1
APCK 65 65 | 16 | 150 | 140 | - | 290 | 12 - 4 - - 390 ] - |440 ] 230
APCK 80 80 | 16 | 126 | 164 | - | 290 | 12 - 4 - - 390 | - |440 | 230
APCK 100 100 | 16 | 135|204 | - | 340 | 22 - 4 - - | 600 - | 650 | -
APCK 150 150 | 16 | 285 | 395 | 400 | 280 | 22 | 850 | 6 |1000| 740 | 935 |1000| - =
APCK 150A 150 | 16 | 205 | 395 | - | 600 | 22 - 4 - - | 600 - 650 | -
APCK 200 200 | 10 | 290 | 310 | - | 600 | 22 - 4 - - | 600 ] - 650 -
APCK 250 250 | 10 | 215 1385 | - |600 | 22 - 4 - - | 600 - 650 | -
APCK 250A 250 | 10 [ 295 | 385 | 400 | 280 | 22 | 850 | 6 |1000| 740 | 935 |1000| - =
APCK 300 300 | 10 [ 320 | 465 | 500 | 280 | 22 | 850 | 6 |1000| 740 | 935 |1000| - =
APCK 350 350 | 10 [ 345 | 540 | 600 [ 280 | 22 | 850 | 6 |1000| 740 | 935 |1000| - =
5= = _ A== 4—:‘{
x| & - g3 HAT hfl
I N
T
z1
Dry chamber pump support
TYPE mm
AB1 ct dk1 M1 HD1 hs1 i M1 0 P1 s3
SOK80/N3 2 400 22 270 100 100 66 22 34 43 400
SOK100/N3 2 400 22 320 100 100 66 22 34 43 470
SOK150/N3 2 400 22 320 100 100 66 22 34 43 470
SOK150-200 3 530 22 335 160 270 100 22 40 85 =
SOK150-225 3 530 22 335 160 270 100 22 40 85 =
SOK150-250 3 530 22 335 160 270 100 22 40 85 =
SOK350-200 3 530 22 500 160 270 100 22 40 85 =
| SOK350-225 3 530 22 500 160 270 100 22 40 85 =
} Y & P hs1 SOK350-250 3 530 22 500 160 270 100 22 40 85 =
s3 M1 V[ HESEFFF-——-—- 5 5 5 1 7 1 1 =
A l'&;; SOK 350-280 3 30 22 00 60 270 00 22 00 20
j_'i:% - ] SOK 350-315 3 530 22 500 160 270 100 22 100 20 =
HD1
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Installation with duck foot coupling

®

2 Submersible pump
3 Duck foot coupling
4 Guide pipes

5 Delivery pipe

6 Check valve

7 Gate valve

8 Level floats

9 Control box
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